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 DESCRIPTION 

VISCOVOSS UV ISO NPG is an unsaturated polyester resin based on isophthalic acid and neopentyl 
glycol dissolved in styrene. It has good resistance to chemicals, hydrolysis and can be cured with long-
wave UV-A light (365 - 420 nm). The resin is highly thixotropic and is mixed with paraffin. It is highly 
reactive with UV-A rays.  
 

 

 APPLICATION 

VISCOVOSS UV ISO NPG is specially formulated for the production of glass fiber reinforced parts 
and linings, which are manufactured by hand lamination.  
 

 

 PRODUCTDATA 

 
Materialdata 
 

Appearance      transparent 
Viscosity at 20°C (Brookfield)    approx. 1800-2000 mPas 
Styrene content (B070)     approx. 40% 
Density at 20°C (ISO 2811-1974)    approx. 1,1 g/cm³ 
Storage stability at 20°C  4 month (in closed original containers) 
 

 

 

 HANDLING 

VISCOVOSS UV ISO NPG requires a UV-A lamp (365 - 420 nm) for curing process. After lamination of the 
glass fiber mats, the laminate is irradiated with UV-A rays at a distance of approx. 15 cm. The illumination 
time varies depending on the laminate thickness. A maximum thickness of 6 layers 450 g fiberglass mat is 
recommended. The material should be kept in locked original container, cool and protected from light. With 
proper storage, a storage stability of 4 months is possible.  
IMPORTANT: Gelation starts immediately upon contact with daylight / UV-A rays.  
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 SAFETY ISSUES 

For instructions on handling the products and on disposal, please refer to the valid safety data sheet and the 
corresponding leaflets of the German Employers' Liability Insurance Association.  
The above information, in particular the suggestions for the processing and use of our products are based on our 
knowledge and experience in the normal case. Because of the different materials, substrates and different 
working conditions a guarantee of a work result or a liability, from whatever legal relationship, neither from these 
indications, nor from an oral consultation can be justified, unless we acted intentionally or gross negligence falls. 
In doing so, the user must prove that he has provided in writing, in good time and completely, all the knowledge 
required for a proper and promising evaluation to our knowledge. Rights of third parties must be observed. 
Incidentally, our respective terms of sale and delivery apply. The latest technical data sheet applies, which should 
be requested from us. 
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